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Super 10 Revolver

Product Features
•	High-impact, heavy-duty plastic materials provide  

resistance to corrosion fertilizers and UV radiation.
•	Compact, sturdy, closed and protected ball engine.
•	Wide range of flow rates available in all three body angles
•	Three body angles allow for a wide range of wetted diameters. 
•	Color-coded bayonet nozzle for easy operation and service.
•	Wetted diameters: 50 - 65 feet
•	Optional Flow Regulator.
• Brown nozzle is used with Road Guard Only.

Applications
Orchards, Vineyards, Banana Plantations, Strawberries,  
Lettuce and Vegetables. 

Low-Angle for under-tree applications:  
Irrigation and Frost Protection
High-Angle for over-crop applications: Irrigation,  
Cooling and Frost Protection

Technical Data
Flow rates 1.5 to 3.8 gpm; Working pressure: 35 to 60 psi;  
Wetted Diameters: 35 to 65 feet

Regulated Pressure vs. Flow Data

Nozzle  
Color

Pressure (psi)

45 50 55 60 65 70

Brown* 1.46 1.51 1.56 1.50 1.51 1.53

Blue 1.60 1.55 1.51 1.49 1.52 1.54

Yellow 2.02 2.03 1.94 1.91 1.98 2.05

Green 2.42 2.47 2.48 2.41 2.43 2.46

Red 2.93 3.03 2.99 2.96 2.96 2.95

* Brown Nozzle Only For Road Guard



 

3

Non-Regulated Pressure vs. Flow Data
Wetted Diameter (feet) Max Stream Height (inches)

Nozzle 
Color

Pressure
(psi)

Flow  
(gpm)

Low Angle 
10° 

Nozzle 
Body

Low Angle 
14° 

Nozzle 
Body

High Angle 
25° 

Nozzle 
Body

Low Angle 
10° 

Nozzle 
Body

Low Angle 
14° 

Nozzle 
Body

Blue

35 1.6 55.8

40 1.7 55.8

45 1.8 55.4

50 1.9 54.5

55 2 53.3

60 2 51.7

Violet

35 1.6 51 57 23.2 34.9

40 1.7 52 58 24.0 37.5

45 18 52 59 24.8 39.9

50 1.9 53 59 25.5 42.2

55 2 53 59 26.1 44.4

60 2 52 59 26.7 46.5

Yellow

35 2 52 57 65.7 19.2 38.9

40 2.1 54 59 65.6 20.7 40.4

45 2.2 55 59 65.2 22.1 41.9

50 2.3 54 59 64.4 23.5 43.2

55 2.4 55 58 63.2 24.8 44.4

60 2.5 54 57 61.6 26.0 45.6

Green

35 2.4 52 52 65.4 20.5 40.8

40 2.5 54 56 65.8 22.9 42.4

45 2.7 55 58 65.8 25.2 43.8

50 2.8 55 59 65.5 27.4 45.2

55 3 55 60 64.7 29.6 46.4

60 3.1 54 61 63.5 31.8 47.6

Red

35 2.9 53 61 67.5 22.8 42.8

40 3.1 55 62 67.1 24.6 44.4

45 3.3 57 62 66.6 26.4 45.8

50 3.5 57 63 66.2 28.1 47.1

55 3.6 57 63 65.7 29.7 48.4

60 3.8 55 62 65.3 31.3 49.5

Brown*

35 1.4 62.3

40 1.5 62.3

45 1.6 62.3

50 1.7 62.3

55 1.7 62.3

60 1.8 62.3

*Used with Road Protector ONLY	

Performance Data
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Product Features
•	Compact, sturdy, closed and protected ball engine.
•	Uniform water distribution at low pressure an precipitation rate.
•	Color-coded plastic low-trajectory nozzles for easy operation  

and service.
•	Extra-strong plastic compounds and ceramic washers reduce wear 

and tear.
•	Insect-resistant, pop-up pop-down nozzle. 
•	Wide range of flow rates available in high and low body angles
•	Orange and Red nozzles are low angle for under tree applications.
•	Optional Flow Regulator (F.R.).
•	Two body angles allow for a wide range of wetted diameters.

Applications
Orchards,Vineyards, Banana Plantations, Strawberries,  
Lettuce and Vegetables

Low-Angle for under-tree applications: Irrigation and  
Frost Protection
High-Angle for over-crop applications:  
Irrigation, Cooling and Frost Protection

Technical Data
Flow rates 0.6 to 1.7 gpm; Working pressure: 30 to 60 psi;  
Wetted Diameters: 24 to 52 feet

Mini Revolver

Regulated Pressure vs. Flow Data

Nozzle
Color

Pressure
(psi)

Flow Rate 
(gpm)

Wetted Diameter (feet) Max Stream (inches)

Low Angle 
Nozzle Body

High Angle
Nozzle Body

Low Angle 
Nozzle Body

Blue 45 - 70 0.59 42.7

Yellow 45 - 70 0.79 45.9

Orange 45 - 70 0.79 42.7 23.6

Violet 45 - 70 0.99 49.2

Red 45 - 70 0.99 42.7 25.6

Black 45 - 70 1.19 52.5 52.5
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Non-Regulated Pressure vs. Flow Data

Nozzle
Color

Pressure
(psi)

Flow Rate 
(gpm)

Wetted Diameter (feet) Max Stream (inches)

Low Angle 
Nozzle Body

High Angle
Nozzle Body

Low Angle 
Nozzle Body

Blue

30 0.60 45.9
35 0.65 45.9

40 0.70 45.9

45 0.74 45.9

50 0.78 42.7

55 0.82 42.7
60 0.86 42.7

Yellow

30 0.81 49.2
35 0.87 45.9

40 0.93 45.9

45 0.99 45.9

50 1.04 45.9

55 1.09 45.9
60 1.14 45.9

Orange

30 0.81 43 23.6
35 0.87 43 23.6

40 0.93 43 23.6

45 0.99 43 23.6

50 1.04 43 23.6

55 1.09 43 23.6
60 1.14 43 23.6

Violet

30 1.01 49.2
35 1.09 49.2

40 1.16 49.2

45 1.23 49.2

50 1.30 49.2

55 1.37 49.2
60 1.43 49.2

Red

30 1.01 43 25.6
35 1.09 43 25.6

40 1.16 43 25.6

45 1.24 43 25.6

50 1.30 43 25.6

55 1.37 43 25.6
60 1.43 43 25.6

Black

30 1.21 52.5
35 1.31 52.5

40 1.40 52.5

45 1.48 52.5

50 1.56 52.5

55 1.64 52.5

60 1.71 52.5

Performance Data
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501/502

Pressure vs. Flow Data

Nozzle
Color

Pressure
(psi)

Flow
(gpm)

Diameter 
(feet)

Stream 
Height 

(inches)

Red

15 0.36 28.5 14.4
20 0.42 31.2 17.4
25 0.48 33.5 20.1
30 0.52 35.5 22.6
35 0.57 37.3 25.0
40 0.61 39.0 27.2
45 0.65 40.5 29.4

Green

15 0.51 30.1 21.5
20 0.58 32.9 22.8
25 0.65 35.2 23.9
30 0.72 37.2 24.8
35 0.77 39.0 25.6
40 0.83 40.6 26.4
45 0.88 42.1 27.0

Blue

15 0.61 31.4 17.6
20 0.70 34.1 19.7
25 0.79 36.3 21.5
30 0.86 38.3 23.1
35 0.94 40.0 24.5
40 1.00 41.5 25.8
45 1.06 42.9 27.0

Yellow

15 0.69 31.8 22.5
20 0.79 35.9 26.1
25 0.89 39.4 29.2
30 0.98 42.5 32.1
35 1.06 45.4 34.7
40 1.13 48.0 37.2
45 1.20 50.4 39.5

Orange

15 0.83 36.1 22.5
20 0.95 37.7 26.1
25 1.07 39.0 29.2
30 1.17 40.0 32.1
35 1.26 41.0 34.7
40 1.35 41.8 37.2
45 1.43 42.5 39.5

Brown

15 0.94 39.4 24.3
20 1.08 41.0 28.2
25 1.21 42.3 31.7
30 1.32 43.3 34.8
35 1.43 44.3 37.7
40 1.53 45.1 40.4
45 1.62 45.8 43.0

Product Features
•	Turbo hammer mechanism  

provides excellent water  
distribution uniformity and  
smooth operation at low  
pressure rate

•	Fine water droplets prevent  
formation of crust and drainage, 
providing perfect germination  
conditions

•	Color-coded nozzles for  
easy maintenance

•	Stainless-steel spring and  
shaft are resistant to corrosion

•	High-impact, heavy-duty plastic 
materials provide resistance to 
corrosion, chemicals and  
UV radiation

Applications
Nurseries, Orchards, Greenhouse

Technical Data
Flow rates 0.36 to 1.6 gpm;  
Working pressure: 15 to 45 psi;  
Wetted Diameters: 28 to 50 feet
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Opal

Pressure vs. Flow Data
Swivel Nozzle Flow (gpm) Diameter Stream 

Height

Color Size (mm) Color
Pressure (psi)

feet inch
20 30 40 50

Z7
9°  red

1.1 L.Blue 0.25 0.30 0.34 0.37

30 - 33 7.8 - 11.81.2 L.Purple 0.29 0.36 0.41 0.46

1.3 Dk.Green 0.33 0.41 0.47 0.52

Z8
 9° white

1.4 L.Yellow 0.40 0.49 0.57 0.63
41 - 43 19.6 - 23.6

1.5 Red 0.45 0.56 0.64 0.71

Z9
9° blue

1.6 Gray 0.53 0.66 0.77 0.86

41 - 44 27.5 - 33.41.8 White 0.66 0.81 0.93 1.04

2.0 Blue 0.80 0.98 1.13 1.26

Z10
15° purple

1.6 Gray 0.53 0.66 0.77 0.86

46 - 48 59 - 631.8 White 0.66 0.81 0.93 1.04

2.0 Blue 0.80 0.98 1.13 1.26

Z11
15° orange

2.2 Orange 0.98 1.19 1.38 1.54

55 - 56 53.1 - 57.02.4 Purple 1.15 1.41 1.63 1.82

2.6 Yellow 1.36 1.67 1.93 2.16

Z12
24° brown

2.2 Orange 0.98 1.19 1.38 1.54

53 - 56 67.8 - 72.82.4 Purple 1.15 1.41 1.63 1.82

2.6 Yellow 1.36 1.67 1.93 2.16

Product Features
•	Optimum water distribution with 9°,15° and 24°  

trajectories for a wide range of applications
•	Unique swivel for protection against snails
•	Low impact droplet and low application rate
•	Recommended pressure: 0.25 - 2.15 gpm
•	Flow range: 20-50 gph
•	High resistance to breakage, corrosion,UV  

radiation and fertilizers
•	Two connection types: 1/2” mpt and female acme thread

Applications
Orchards, Nurseries, Greenhouses, Open-Field Vegetables

Technical Data
Flow rates 0.25 to 2.16 gpm; Working pressure:  
20 to 50 psi; Wetted Diameters: 30 to 56 feet
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Opal	  

Nozzle Flow Parameters*

Color Size
(mm)

Constant
k

Exponent
x

L.Blue 1.1 0.07 0.42

L.Purple 1.2 0.07 0.50

Dk.Green 1.3 0.07 0.50

L.Yellow 1.4 0.09 0.50

Red 1.5 0.10 0.50

Gray 1.6 0.11 0.53

White 1.8 0.15 0.50

Blue 2.0 0.18 0.50

Orange 2.2 0.22 0.49

Purple 2.4 0.26 0.50

Yellow 2.6 0.30 0.50

501/502		   

Nozzle Flow Parameters*

Color Size
(mm)

Constant
k

Exponent
x

Red 1.6 0.09 0.52

Green 1.8 0.13 0.50

Blue 2.0 0.15 0.51

Yellow 2.2 0.17 0.50

Orange 2.5 0.21 0.50

Brown 2.8 0.25 0.50

Mini Revolver		   

Nozzle Flow Parameters*

Color Angle Constant
k

Exponent
x

Blue High 0.11 0.50

Yellow High 0.15 0.50

Orange Low 0.15 0.50

Violet High 0.18 0.50

Red Low 0.18 0.51

Black High 0.22 0.50

Super 10 Revolver	 	  

Nozzle Flow Parameters*

Color Angle Constant
k

Exponent
x

Blue High 0.27 0.50

Violet Low 0.27 0.50

Yellow High / Low 0.33 0.50

Green High / Low 0.40 0.50

Red High / Low 0.49 0.50

Brown* High 0.23 0.50

Nozzle Flow Specifications

* Flow Equation is Q = kPx 	
	 Q= Flow (gpm)	 k= Flow Constant
	 x= Nozzle Exponent	 P= Pressure (psi)


