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1370
1370

Adjustable Beta head 
with 1⁄2" (1,27 cm) 

bearing

1973
Whiz Head 

rotary sprinkler

MODELS

FEATURES

1370

Beta impact spray heads provide outstanding 

performance at an affordable price. Made with 

high impact plastic, they are durable, keeping 

maintenance to a minimum.

• Includes five easily interchangeable, 

color-coded nozzles and 2 low-angle nozzles.

• No tool is required to change nozzles.

• 1⁄2" (1,27 cm) male threads

• Non-clog nozzle and straight-through 

flow design

• Sealed bearing keeps dirt and debris out

• Anti-backsplash arm keeps water off buildings

• Adjust pattern and spray with diffuser pin and 

exclusive Click-Set® trip collars

• Use 1370’s for riser installations

• Diffuser pin maintains set spray 

pattern adjustment

1973

• Ideal for riser installations in planting areas

• 1⁄2" (1,27 cm) female threaded inlet

• Made of high-impact corrosion resistant plastic

• Stainless steel bearing and large orifice nozzle

Pressure Flow Coverage
(psi) (gpm) Dia. (ft)

30 3.4 40
40 3.9 40
50 4.4 40

WHIZ
HEAD®

Pressure Flow Coverage
(bar) (l/min) Dia. (m)

2 12,8 12,2
2,7 14,7 12,2
3,5 16,6 12,2

WHIZ
HEAD®

1973

ENGLISH METRIC


